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PHASING NOTES: _ :

. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
2. PHASES ASSOCIATED BY A DASHLINE MAY/WILL OPERATE CONCURRENTLY.
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GENERAL NOTES:

1. All underground utilities shown on these plans are schematic only and
m plete. The contractor shall be responsible for notifying
MISS UTILITY” prior to construction so that all utilities may be located
in the fieid. If the contractor perceives that a conflict between the
utilities and the traffic signal will occur. the contractor shall notify
the project engineer immediately so that the conflict may be resoived.

may not be ¢

2. All pavement markings detailed are probosed and are to be instailed in
accordance with SHA standards.

3. All Troffic Signai

or Curb grade for closed sections, Highest Roadway Profile Grade for
open sections. 1o meet clearances ds specified in MD 816.03. MD 818.01,
MD 818.02, and MD 818.04 The coniractor shall verify uitimate grades
prior to the instaliation of aii signal equipment.

4. The contractor shall remove all unused wiring. -

5. 1f the location of

the contractor shall notify the Proiject Engineer to get approval for new

location to ensure

must be halted until +he Project Engineer has obtained an approved location
or ¥ necessary a design waiver is cobtained.

Foundations shall be installed at the Final Sidewaik

Accessible Pedestrian Signal Pushbuttons must be changed.
proper requirements of the MUTCD are stiii met. All work
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CONSTRUCTION DETAILS

A. Instatl 10"brequwoy pedestal pole with countdown pedestrion signal heads and APS pushbu?+on
with pedesfrian:educofion,sign (R10-4(1) mod. {Note: 1-3“, 90°polyvinyl chloride (Schedule 80) bend.}

B. Instatt defec?a&le warning surface at existing handicap ramp.

C. Instail proposed paraiie! handicap ramp'(STD. No. MD 655.12) with detectable warning surface. (Note:
Flat area shall be Flat from curb to back of sidewalk).

The 5°

E. Use existing hchdho!e.

F. Use existing conduit.

:

G. Use'exisfing cabine+ and controtiter.

H. Remove_exis+ing§pedes+al pole and ail signal equipment associated with this pole.

I. Replace EXisfing Signal Head with LED Signal Head

.

D. Install 37 polyviny!l chloride electrical conduit (Schedule 80) (trenched).
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STATE OF MARYLAND -
DEPARTMENT OF TRANSPORTATION

MD 235 @ MACARTHUR BLVD.
CALIFORNIA, MD
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